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Thomas M. Vernon, M.D. 
Executive Director 

COLORADO DEPARTMENT OF HEALTH 
Richard 0. Lamm 
Governor 

A p r i l  1 4 ,  1986 

M r .  Ken Greer 
U.S. Department o f  Energy 
Rocky F l a t s  Area Office 
P.O. Box 928 
Golden, Colorado 80402 

Dear Mr. Greer: 

As requested i n  M r .  John B. W h i t s e t t ' s  l e t ter  o f  March 2 4 ,  1 9 8 6 ,  t h e  Colorado 
Department o f  Health Waste Management Div is ion  i s  providing i t s  comments on 
the  U.S. DOE Rocky F l a t s  P l a n t  Sampling and Analys i s  P lan  f o r  t h e  S o l a r  Pond 
207A. O u r  comments are d e t a i l e d  by s e c t i o n  number below. 

1. S e c t i o n  2.0 The background s e c t i o n  should inc lude  a phys ica l  
d e s c r i p t i o n  of t h e  pond inc luding  i ts  lateral dimensions,  t o t a l  depth,  water 
depth,  and depth o f  sludge.  The areas where wastes entered  t h e  impoundment and 
where they were discharged should a l s o  be i n d i c a t e d  i n  t h i s  d e s c r i p t i o n .  

2 .  S e c t i o n  3 .2 .1  Only s u r f a c e  water samples are proposed. It is l i k e l y  
t h a t  t h e  pond contents  may be  s t r a t i f i e d  i n  t h e i r  composit ions so sampling 
should be done a t  t h e  s u r f a c e ,  mid-depth, and bottom i n  each  l o c a t i o n .  Also, 
i n  a d d i t i o n  t o  sample l o c a t i o n s  a long  t h e  mid-section of t h e  pond, l o c a t i o n s  
should be included a t  t h e  areas where wastes entered  o r  were withdrawn from 
t h e  pond. 

3 .  S e c t i o n  3 .2 .2  Samples o f  sediment should b e  taken a t  t h e  same 
l o c a t i o n s  as t h e  l i q u i d  samples. 

4 .  S e c t i o n  3.3.1 The movement of t h e  f l o a t i n g  platform should be  done i n  
a manner t h a t  minimizes a e r a t i o n  o f  s u r f a c e  waters and limits mixing o f  
s t r a t i f i e d  l i q u i d s  and/or bottom sediments.  

5. S e c t i o n  3.3.1 Sample c o n t a i n e r s  f o r  VOA's should be immersed s lowly i n  
a manner t h a t  minimizes a g i t a t i o n  and a e r a t i o n  as t h e  c o n t a i n e r  i s  f i l l e d .  

6. S e c t i o n  3.3.1 The conduct iv i ty  meter should be c a l i b r a t e d  i n  t h e  f i e l d  
a t  t h e  time o f  sampling. The sampllng procedure should a l s o  inc lude  

,measurement o f  l i q u i d  depth and sediment depth at  each sampling l o c a t i o n .  

7 .  S e c t i o n  3.3.1 A d e t a i l e d  d e s c r i p t i o n  should b e  g iven  f o r  s t r a t i f i e d  
l i q u i d  sampling procedures.  cI.-nrc 
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8. Sec t ion  3.4 Conduct ivi ty  meter c a l i b r a t i o n  s o l u t i o n s  and s t r a t i f i e d  
l i q u i d  sampling equipment should be included i n  t h e  equipment l i s t .  

We apprec ia t e  t h e  oppor tuni ty  t o  comment on t h e  Pond 207A Sampling and 
Analysis  Plan. If you have any ques t ions  concerning our  comments, please 
con tac t  Mr. Fred Dowsett o f  t h e  Waste Management Divis ion a t  (303) 320-8333 
ex t .  4364. 

Since re ly ,  
c 

Sowinski 
Sec t ion  Chief 
Compliance and Enforcement Sec t ion  
Waste Management Divis ion 


